Delta
Technical data sheet Meccanica

Part Number 20011-2,5-S2 Star type configuration

FM-Radio Band Il 2x3kW STAR COMBINER - Double Cavity Band Pass Filter

M :Transmission Log Mag 1.0 dB/ Ref 0.80 dB C
b2:Reflection Log Mag 10.8 dB/ Ref ©.80 dB C
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Center 107.000 MHz Span 2.000 HH2
MHz Span 1.0AB MHz
1:Mkr (MH2) dB 2:Mkr (MHZz) dB
1> 107.00 -0.26 1> 187.00 -27.01
P: 106.85 -0.24
3:  107.15 -0.23
+:  106.88 -8.22 4: 1086.88 -39.47
5 187.12 -B.24 5S¢ 1087.12 -37.94%
Mechanical Characteristics M:Transmission  Log Mag 10.0 dB/ Ref .00 oB C
q p2: 0fF
Connections g;l Tsoldtion Ch1:Mkr] }ﬂ}?.ﬂnipﬂdém
Input EIA 7/8" P 63.05
Output EIA 7/8" -20
Overall dimensions [WxDxH] [mm.] 510x510x1130 -38
Temperature range [C°] -10 + 50 -+d
Weight [kg.] 55 -50 )
2
Electrical Characteristics 7 AN 7
Frequency Range [MHz] 87.5+108 80 ‘MWVW N,/
Insertion Loss by Channels [dB] <03 e APy :
Return loss by Channels [dB] > 26 Center 181.658 MHz Span 15.000 MHz
Input/Output Impedance [Ohm] 50 A E— . 2:Mkr (MHz)  dB
Minimum distance between Channels [MHZz] 2 pro 9630 -38.62
Insulation Between Channels [dB] > 30
Maximum Channel Input Power [W] 3000
Maximum Output Power [W] 6000
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