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Meccanica

Part Number 20071-S2

FM-Radio Band Il

Star type configuration

2x1.2kW STAR COMBINER - Double Cavity Band Pass Filter
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Mechanical Characteristics o Transmission  Log Mag 10.0 0B/ Ref 0.00 0B G
Connections - bg;?fszw FM[STAR [TYPE [OMBINER Meps1 Miri  P8.30q MHz
/nput DIN 7/16 1: Isolgtion B8.30(Q<->10}.500 MHz -59.964dB
Output DIN 7/16 or EIA 7/8" -10
Overall dimensions [WxDxH] [mm.] 405x405x785 ~20
Temperature range [C°] -10 + 50 30
Weight [kg.] 39 0
-50
Electrical Characteristics 60 r&\
Frequency Range [MHz] 87.5+108 70 ViRt T8
Insertion Loss by Channels [dB] <05 BCWI' me M b.LM M,
Return loss by Channels [dB] > 26 Center 94.900 MHz Span 18.000 MHz
Input/Output Impedance [Ohm] 50 LM Tz dB 2-Mkr [zl dn
Minimum distance between Channels [MHz] 2 pro 1019000 7380
Insulation Between Channels [dB] > 30
Maximum Channel Input Power [W] 1200
Maximum Output Power [W] 2400
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