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Material: Feuerverzinkter Stahl.
Passende Schrauben, Muttern und Beilagscheiben 
aus rostfreiem Stahl werden mitgeliefert.

Schellenpaar für ein UHF-Feld

Befestigungsteile für UHF-Felder zur Montage an Rohrmaste.

Absenklaschenpaar
Typ Nr. K 61 30 1

Zum Absenken der Hauptstrahlrichtung
von Feldern bis –10°.

Neigungsausgleich
Typ Nr. K 61 30 2

Plattenpaar zum Ausgleich der Neigung
(15 mm pro m) an konischen Masten.

Schellenpaar K 61 14 03

Befestigung für UHF-Felder

Typ Nr. Verwendbar für Gewicht
Maste von mm ∅ kg

K 61 14 01 40 – 95 1,6
K 61 14 02 60 – 115 1,6
K 61 14 03 115 – 210 4,0
K 61 14 04 210 – 380 7,2
K 61 14 05 380 – 521 10,2

KATHREIN-Werke KG . Anton-Kathrein-Straße 1 – 3 . Postfach 10 04 44 . D-83004 Rosenheim . Deutschland . Telefon (0 80 31) 1 84-0 . Fax (0 80 31) 1 84-9 91

Internet: http://www.kathrein.de
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K 61 15 11 70 – 150 6,4
K 61 15 12 150 – 300 8,8 308 80°
K 61 15 13 300 – 400 8,8

K 61 15 21 70 – 150 6,4
K 61 15 22 150 – 300 8,8 266 90°
K 61 15 23 300 – 400 8,8

Typ Nr. Verwendbar Gewicht Abstand Winkel α zwischen
für Maste von kg A/mm den Mittelsenkrechten

mm ∅ der zwei UHF-Felder

Material: Feuerverzinkter Stahl.
Passende Schrauben, Muttern und Beilagscheiben 
aus rostfreiem Stahl werden mitgeliefert.

Bemerkung: Der Abstand A beschreibt den Radius vom
Systemmittelpunkt zur Rückwand des Feldes.

Schellenpaare für zwei UHF-Felder

Befestigungsteile für UHF-Felder zur Montage an Rohrmaste.

Schellenpaare für drei UHF-Felder

Schellenpaare für vier UHF-Felder

Zum leichten Besteigen des Mastes kann ein Teil der Befestigung ausgeklappt werden.

Befestigung für UHF-Felder

K 61 15 31 70 – 150 8,4
K 61 15 32 150 – 300 9,2 308 80°
K 61 15 33 300 – 400 9,2

K 61 15 41 70 – 150 8,4
K 61 15 42 150 – 300 9,2 266 90°
K 61 15 43 300 – 400 9,2

Typ Nr. Verwendbar Gewicht Abstand Winkel α zwischen
für Maste von kg A/mm den Mittelsenkrechten

mm ∅ der drei UHF-Felder

K 61 15 52 150 – 300 27 308 80°
K 61 15 61 70 – 150 26 358 90°
K 61 15 62 150 – 300 26 358 90°

Typ Nr. Verwendbar Gewicht Abstand Winkel α zwischen
für Maste von kg A/mm den Mittelsenkrechten

mm ∅ der vier UHF-Felder

KATHREIN-Werke KG . Anton-Kathrein-Straße 1 – 3 . Postfach 10 04 44 . D-83004 Rosenheim . Deutschland . Telefon (0 80 31) 1 84-0 . Fax (0 80 31) 1 84-9 91
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Material: Hot-dip galvanized steel.
Stainless steel bolts and nuts are supplied.

Pair of clamps for one UHF panel

Components for mounting UHF panels to pipe masts.

Tilt brackets (pair)
Type No. K 61 30 1

For beam tilt down to 10°

Slant compensation kit
Type No. K 61 30 2

Pair of plates for compensating the slant
(15 mm per m) on tapered masts

Pair of clamps K 61 14 03

Mounting hardware for UHF panels

Type No. Suitable for pipe Weight
masts of mm ∅ kg

K 61 14 01 40 – 95 1.6
K 61 14 02 60 – 115 1.6
K 61 14 03 115 – 210 4.0
K 61 14 04 210 – 380 7.2
K 61 14 05 380 – 521 10.2

KATHREIN-Werke KG . Anton-Kathrein-Straße 1 – 3 . PO Box 10 04 44 . D-83004 Rosenheim . Germany . Telephone +49 8031 1 84-0 . Fax +49 8031 1 84-9 91

Internet: http://www.kathrein.de
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K 61 15 11 70 – 150 6.4
K 61 15 12 150 – 300 8.8 308 80°
K 61 15 13 300 – 400 8.8

K 61 15 21 70 – 150 6.4
K 61 15 22 150 – 300 8.8 266 90°
K 61 15 23 300 – 400 8.8

Type No. Suitable for Weight Distance Angle α between
pipe masts of kg A/mm directions of the

mm ∅ two UHF panels

Material: Hot-dip galvanized steel.
Stainless steel bolts and nuts are supplied.

Remark: The radius from the center of the array to the reference
point of the panel is given by the distance A.

Pair of clamps for two UHF panels

Components for mounting UHF panels to pipe masts.

Pair of clamps for three UHF panels

Pair of clamps for four UHF panels

Special features: A part of the mount can be swivelled out for easier mast climbing.

Mounting hardware for UHF panels

K 61 15 31 70 – 150 8.4
K 61 15 32 150 – 300 9.2 308 80°
K 61 15 33 300 – 400 9.2

K 61 15 41 70 – 150 8.4
K 61 15 42 150 – 300 9.2 266 90°
K 61 15 43 300 – 400 9.2

Type No. Suitable for Weight Distance Angle α between
pipe masts of kg A/mm directions of the

mm ∅ three UHF panels

K 61 15 52 150 – 300 27 308 80°
K 61 15 61 70 – 150 26 258 90°
K 61 15 62 150 – 300 26 258 90°

Type No. Suitable for Weight Distance Angle α between
pipe masts of kg A/mm directions of the

mm ∅ four UHF panels
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